# CONTENTS

## INDEX

<table>
<thead>
<tr>
<th>SERIES</th>
<th>DESCRIPTION</th>
<th>PAGE</th>
</tr>
</thead>
<tbody>
<tr>
<td>IT-STRAPS ON BAND</td>
<td></td>
<td>1</td>
</tr>
<tr>
<td>IT-STRAPS ON BUCKLES</td>
<td></td>
<td>1</td>
</tr>
<tr>
<td>IT-STRAPS ON COOL TOOL</td>
<td></td>
<td>1</td>
</tr>
<tr>
<td>IT-STRAPS ON BIGGER BAND</td>
<td></td>
<td>2</td>
</tr>
<tr>
<td>IT-STRAPS ON BIGGER BUCKLES</td>
<td></td>
<td>2</td>
</tr>
<tr>
<td>IT-STRAPS ON BIGGER TOOL</td>
<td></td>
<td>2</td>
</tr>
<tr>
<td>IT-STRAPS ON STAINLESS STEEL SCREW BUCKLES &amp; PUSHER SEALS</td>
<td></td>
<td>2</td>
</tr>
<tr>
<td>IT-STRAPS ON LITE GAUGE BAND</td>
<td></td>
<td>3</td>
</tr>
<tr>
<td>IT-STRAPS ON GIANT COILS</td>
<td></td>
<td>3</td>
</tr>
<tr>
<td>IT-STRAPS ON STAINLESS STEEL WING SEALS</td>
<td></td>
<td>4</td>
</tr>
<tr>
<td>IT-STRAPS ON STAINLESS STEEL COATED BAND</td>
<td></td>
<td>4</td>
</tr>
<tr>
<td>IT-STRAPS ON STAINLESS STEEL UNCOATED CLIPS</td>
<td></td>
<td>4</td>
</tr>
<tr>
<td>ISO WIDER RATCHET TOOL</td>
<td></td>
<td>4</td>
</tr>
<tr>
<td>IT-STRAPS ON BULL’S EYE SIGN MOUNTING BRACKETS</td>
<td></td>
<td>5</td>
</tr>
<tr>
<td>IT-STRAPS ON TOOLS</td>
<td></td>
<td>5</td>
</tr>
<tr>
<td>IT-STRAPS ON BANDING TOOLS FOR USE WITH 3/8” TO 3/4” STRAP ON FLAT SURFACES</td>
<td></td>
<td>6</td>
</tr>
<tr>
<td>IT-STRAPS ON BAND CUTTERS</td>
<td></td>
<td>6</td>
</tr>
</tbody>
</table>
IT•STRAPS•ON BAND

Monel/Inconel quote on request. Width, thickness and length of band may vary.

<table>
<thead>
<tr>
<th>Catalog No.</th>
<th>EDP No.</th>
<th>Width (in.)</th>
<th>Thickness (in.)</th>
<th>Weight Per Roll</th>
</tr>
</thead>
<tbody>
<tr>
<td>TYPE 201 STAINLESS STEEL - 100 Feet/Roll</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>BA202</td>
<td>15202</td>
<td>1/4&quot;</td>
<td>.020&quot;</td>
<td>1.7</td>
</tr>
<tr>
<td>BA203</td>
<td>15203</td>
<td>3/8&quot;</td>
<td>.025&quot;</td>
<td>3.2</td>
</tr>
<tr>
<td>BA204</td>
<td>15204</td>
<td>1/2&quot;</td>
<td>.030&quot;</td>
<td>5.1</td>
</tr>
<tr>
<td>BA205</td>
<td>15205</td>
<td>5/8&quot;</td>
<td>.030&quot;</td>
<td>6.4</td>
</tr>
<tr>
<td>BA206</td>
<td>15206</td>
<td>3/4&quot;</td>
<td>.030&quot;</td>
<td>7.7</td>
</tr>
<tr>
<td>TYPE 201 STAINLESS STEEL - 100 Feet/Roll In Totes</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>BA204T</td>
<td>53204</td>
<td>1/2&quot;</td>
<td>.030&quot;</td>
<td>5.1</td>
</tr>
<tr>
<td>BA205T</td>
<td>53205</td>
<td>5/8&quot;</td>
<td>.030&quot;</td>
<td>6.4</td>
</tr>
<tr>
<td>BA206T</td>
<td>53206</td>
<td>3/4&quot;</td>
<td>.030&quot;</td>
<td>7.7</td>
</tr>
<tr>
<td>TYPE 316 STAINLESS STEEL - 100 Feet/Roll</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>BA404</td>
<td>15404</td>
<td>1/2&quot;</td>
<td>.030&quot;</td>
<td>5.1</td>
</tr>
<tr>
<td>BA405</td>
<td>15405</td>
<td>5/8&quot;</td>
<td>.030&quot;</td>
<td>6.4</td>
</tr>
<tr>
<td>BA406</td>
<td>15406</td>
<td>3/4&quot;</td>
<td>.030&quot;</td>
<td>7.7</td>
</tr>
</tbody>
</table>

IT•STRAPS•ON BUCKLES

<table>
<thead>
<tr>
<th>Catalog No.</th>
<th>EDP No.</th>
<th>Width (in.)</th>
<th>Qty./Box</th>
<th>Weight Ea. (lbs.)</th>
</tr>
</thead>
<tbody>
<tr>
<td>TYPE 200/300 SERIES STAINLESS STEEL BUCKLES</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>BU252</td>
<td>15252</td>
<td>1/4&quot;</td>
<td>100</td>
<td>0.3</td>
</tr>
<tr>
<td>BU253</td>
<td>15253</td>
<td>3/8&quot;</td>
<td>100</td>
<td>0.8</td>
</tr>
<tr>
<td>BU254</td>
<td>15254</td>
<td>1/2&quot;</td>
<td>100</td>
<td>2.1</td>
</tr>
<tr>
<td>BU255</td>
<td>15255</td>
<td>5/8&quot;</td>
<td>100</td>
<td>2.4</td>
</tr>
<tr>
<td>BU256</td>
<td>15256</td>
<td>3/4&quot;</td>
<td>100</td>
<td>3.7</td>
</tr>
<tr>
<td>TYPE 316 STAINLESS STEEL BUCKLES</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>BU454</td>
<td>15454</td>
<td>1/2&quot;</td>
<td>100</td>
<td>2.1</td>
</tr>
<tr>
<td>BU455</td>
<td>15455</td>
<td>5/8&quot;</td>
<td>100</td>
<td>2.4</td>
</tr>
<tr>
<td>BU456</td>
<td>15456</td>
<td>3/4&quot;</td>
<td>100</td>
<td>3.7</td>
</tr>
</tbody>
</table>

IT•STRAPS•ON COOL TOOL

The Cool Tool is a high tensioning tool for 1/4"x .020" up to 3/4"x .030" band. This tool has a spin tension handle, spring loaded gripper and built-in cutter with a vinyl coated handle. Available in a blue, rust-resistant finish. Develops up to 2400 lbs of torque.

<table>
<thead>
<tr>
<th>Catalog No.</th>
<th>EDP No.</th>
<th>Description</th>
<th>Weight Ea. (lbs.)</th>
</tr>
</thead>
<tbody>
<tr>
<td>T001</td>
<td>15001</td>
<td>ISO Cool Tool</td>
<td>4.5</td>
</tr>
<tr>
<td>T011</td>
<td>15007</td>
<td>Ratchet Tensioner</td>
<td>3</td>
</tr>
<tr>
<td>PARTS FOR COOL TOOL</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>T006</td>
<td>15006</td>
<td>Tension Handle &amp; Screw</td>
<td>1.1</td>
</tr>
<tr>
<td>T016</td>
<td>15016</td>
<td>Ball Bearing for T001</td>
<td>0.1</td>
</tr>
</tbody>
</table>
**IT•STRAPS•ON BIGGER BAND**

Bigger Band is available in Type 201 Stainless for heavy duty applications. Width, thickness and length of band may vary.

<table>
<thead>
<tr>
<th>Catalog No.</th>
<th>EDP No.</th>
<th>Width (in.)</th>
<th>Thickness (in.)</th>
<th>Weight (lbs.)</th>
</tr>
</thead>
<tbody>
<tr>
<td>BA430</td>
<td>19430</td>
<td>3/4&quot;</td>
<td>.044&quot;</td>
<td>11.6</td>
</tr>
<tr>
<td>BA431</td>
<td>19431</td>
<td>1&quot;</td>
<td>.044&quot;</td>
<td>13.7</td>
</tr>
<tr>
<td>BA432</td>
<td>19432</td>
<td>1-1/4&quot;</td>
<td>.044&quot;</td>
<td>17.2</td>
</tr>
</tbody>
</table>

**IT•STRAPS•ON BIGGER BUCKLES**

Bigger Buckles are for use with Bigger Band for heavy duty applications.

<table>
<thead>
<tr>
<th>Catalog No.</th>
<th>EDP No.</th>
<th>Width (in.)</th>
<th>Qty./Box</th>
<th>Weight (lbs.)</th>
</tr>
</thead>
<tbody>
<tr>
<td>BU440</td>
<td>19440</td>
<td>3/4&quot;</td>
<td>25</td>
<td>1.8</td>
</tr>
<tr>
<td>BU441</td>
<td>19441</td>
<td>1&quot;</td>
<td>25</td>
<td>2.4</td>
</tr>
<tr>
<td>BU442</td>
<td>19442</td>
<td>1-1/4&quot;</td>
<td>25</td>
<td>3.2</td>
</tr>
</tbody>
</table>

**IT•STRAPS•ON BIGGER TOOL**

The Bigger Tool works with any band from 3/4" to 1-1/4"x .044. It develops torque up to 6000 lbs. and has a built-in cutter.

<table>
<thead>
<tr>
<th>Catalog No.</th>
<th>EDP No.</th>
<th>Description</th>
<th>Weight (lbs.)</th>
</tr>
</thead>
<tbody>
<tr>
<td>T402</td>
<td>19402</td>
<td>ISO Bigger Tool</td>
<td>11.0</td>
</tr>
</tbody>
</table>

**IT•STRAPS•ON STAINLESS STEEL SCREWBUCKLES & PUSHER SEALS**

Screw Buckles are used when a temporary application is necessary or there is not enough space to roll over the Cool Tool.

<table>
<thead>
<tr>
<th>Catalog No.</th>
<th>EDP No.</th>
<th>Width (in.)</th>
<th>Qty./Box</th>
<th>Weight (lbs.)</th>
</tr>
</thead>
<tbody>
<tr>
<td>SC722</td>
<td>15722</td>
<td>3/8&quot;</td>
<td>50</td>
<td>0.5</td>
</tr>
<tr>
<td>SC724</td>
<td>15724</td>
<td>1/2&quot;</td>
<td>25</td>
<td>0.5</td>
</tr>
<tr>
<td>SC726</td>
<td>15726</td>
<td>3/4&quot;</td>
<td>25</td>
<td>0.9</td>
</tr>
</tbody>
</table>

**3/4" PUSHER SEAL**

<table>
<thead>
<tr>
<th>Description</th>
<th>Width (in.)</th>
<th>Qty./Box</th>
<th>Weight (lbs.)</th>
</tr>
</thead>
<tbody>
<tr>
<td>PSGpSS</td>
<td>3/4&quot;</td>
<td>1,000</td>
<td>13.6</td>
</tr>
</tbody>
</table>
**11•STRAPS•ON LITE GAUGE BAND**

Type 200/300 Stainless Steel Band, 3/8"x .015" to 3/4"x .025", is used with the T001, T101 and T1902D tools for shipboard applications, sign hanging, cable bundling and pipe insulation. Width, thickness and length of band may vary.

<table>
<thead>
<tr>
<th>Catalog No.</th>
<th>EDP No.</th>
<th>Width (in.)</th>
<th>Thickness (in.)</th>
<th>Feet/Coil (ft.)</th>
<th>Weight Per Roll</th>
</tr>
</thead>
<tbody>
<tr>
<td>LG135</td>
<td>14135</td>
<td>5/8&quot;</td>
<td>.015&quot;</td>
<td>100</td>
<td>3.6</td>
</tr>
<tr>
<td>LG136</td>
<td>14136</td>
<td>3/4&quot;</td>
<td>.015&quot;</td>
<td>100</td>
<td>4.4</td>
</tr>
<tr>
<td>LG129</td>
<td>14129</td>
<td>5/8&quot;</td>
<td>.015&quot;</td>
<td>200</td>
<td>7.3</td>
</tr>
<tr>
<td>LG130</td>
<td>14130</td>
<td>3/4&quot;</td>
<td>.015&quot;</td>
<td>200</td>
<td>8.8</td>
</tr>
<tr>
<td>LG161</td>
<td>14161</td>
<td>3/4&quot;</td>
<td>.020&quot;</td>
<td>100</td>
<td>5.7</td>
</tr>
<tr>
<td>LG183</td>
<td>14183</td>
<td>1/2&quot;</td>
<td>.020&quot;</td>
<td>200</td>
<td>7.2</td>
</tr>
<tr>
<td>LG173</td>
<td>14173</td>
<td>5/8&quot;</td>
<td>.020&quot;</td>
<td>200</td>
<td>9.6</td>
</tr>
<tr>
<td>LG163</td>
<td>14163</td>
<td>3/4&quot;</td>
<td>.020&quot;</td>
<td>200</td>
<td>11.3</td>
</tr>
<tr>
<td>LG146</td>
<td>14146</td>
<td>3/4&quot;</td>
<td>.025&quot;</td>
<td>100</td>
<td>6.8</td>
</tr>
<tr>
<td>LG150</td>
<td>14150</td>
<td>3/4&quot;</td>
<td>.025&quot;</td>
<td>200</td>
<td>13.4</td>
</tr>
</tbody>
</table>

**IT•STRAPS•ON GIANT COILS**

Giant coils are made of 200/300 series high corrosion-resistant stainless steel. It is used for insulation work, sign hanging and other light applications. The coils are ribbon wound, strapped coils. Sold by the pound. Width, thickness and length of band may vary.

<table>
<thead>
<tr>
<th>Catalog No.</th>
<th>Width (in.)</th>
<th>Thickness (in.)</th>
</tr>
</thead>
<tbody>
<tr>
<td>LG181LB</td>
<td>1/2&quot;</td>
<td>.020&quot;</td>
</tr>
<tr>
<td>LG161LB</td>
<td>3/4&quot;</td>
<td>.020&quot;</td>
</tr>
</tbody>
</table>

OTHER SIZES AVAILABLE UPON REQUEST.
**IT•STRAPS•ON STAINLESS STEEL WING SEALS**

Wing Seals are easily closed with a hammer on any surface and in any position. For use with ISO Lite Gauge Band.

<table>
<thead>
<tr>
<th>Catalog No.</th>
<th>EDP No.</th>
<th>Width (in.)</th>
<th>Qty./Box</th>
<th>Weight (lbs.)</th>
</tr>
</thead>
<tbody>
<tr>
<td>WS153</td>
<td>01153</td>
<td>3/8&quot;</td>
<td>100</td>
<td>0.8</td>
</tr>
<tr>
<td>WS154</td>
<td>01154</td>
<td>1/2&quot;</td>
<td>100</td>
<td>1.1</td>
</tr>
<tr>
<td>WS155</td>
<td>01155</td>
<td>5/8&quot;</td>
<td>100</td>
<td>1.8</td>
</tr>
<tr>
<td>WS156</td>
<td>01156</td>
<td>3/4&quot;</td>
<td>100</td>
<td>2.1</td>
</tr>
</tbody>
</table>

**IT•STRAPS•ON STAINLESS STEEL COATED BAND**

This band is used when noise and vibration abatement are a concern. Should be used with TCP111 tool. Width, thickness and length of band may vary.

<table>
<thead>
<tr>
<th>Catalog No.</th>
<th>Width (in.)</th>
<th>Length (ft.)</th>
<th>Thickness (in.)</th>
<th>Weight (lbs.)</th>
</tr>
</thead>
<tbody>
<tr>
<td>BAC0434</td>
<td>1/2&quot;</td>
<td>82.5&quot;</td>
<td>.045&quot;</td>
<td>3.5</td>
</tr>
<tr>
<td>BAC0435</td>
<td>5/8&quot;</td>
<td>82.5&quot;</td>
<td>.045&quot;</td>
<td>4.4</td>
</tr>
<tr>
<td>BAC0436</td>
<td>3/4&quot;</td>
<td>82.5&quot;</td>
<td>.045&quot;</td>
<td>5.3</td>
</tr>
</tbody>
</table>

SS band is .015" thick, when coated .045" thick

**IT•STRAPS•ON STAINLESS STEEL UNCOATED CLIPS**

These wing seals have an extra high bridge to easily accommodate the thick, coated band.

<table>
<thead>
<tr>
<th>Catalog No.</th>
<th>Width (in.)</th>
<th>Qty./Box</th>
<th>Weight (lbs.)</th>
</tr>
</thead>
<tbody>
<tr>
<td>WSLG453</td>
<td>3/8&quot;</td>
<td>100</td>
<td>0.6</td>
</tr>
<tr>
<td>WSLG454</td>
<td>1/2&quot;</td>
<td>100</td>
<td>1.0</td>
</tr>
<tr>
<td>WSLG455</td>
<td>5/8&quot;</td>
<td>100</td>
<td>1.1</td>
</tr>
<tr>
<td>WSLG456</td>
<td>3/4&quot;</td>
<td>100</td>
<td>1.3</td>
</tr>
</tbody>
</table>

**ISO WIDER RATCHET TOOL**

This tool has a wider mouth to accommodate the thicker band.

<table>
<thead>
<tr>
<th>Catalog No.</th>
<th>Description</th>
<th>Weight (lbs.)</th>
</tr>
</thead>
<tbody>
<tr>
<td>TCP111</td>
<td>Used for Cable Bundling</td>
<td>3.0</td>
</tr>
</tbody>
</table>
### IT-STRAPS-ON BULL’S EYE SIGN MOUNTING BRACKETS

Sign Brackets are available in stainless steel for mounting signs using ISO regular band or light gauge band. Sign brackets can be ordered with or without pre-assembled bolts and washers.

<table>
<thead>
<tr>
<th>Catalog No.</th>
<th>EDP No.</th>
<th>Description</th>
<th>Qty./Box</th>
<th>Weight (lbs.)</th>
</tr>
</thead>
<tbody>
<tr>
<td>SB001</td>
<td>10001</td>
<td>Stainless Steel bracket with SS bolt &amp; washer</td>
<td>50</td>
<td>7.3</td>
</tr>
<tr>
<td>SB004</td>
<td>10004</td>
<td>Stainless Steel bracket - no bolt or washer</td>
<td>50</td>
<td>5.9</td>
</tr>
</tbody>
</table>

**BULL’S EYE SIGN BRACKETS - 1 - bolt flared leg**

<table>
<thead>
<tr>
<th>Catalog No.</th>
<th>EDP No.</th>
<th>Description</th>
<th>Qty./Box</th>
<th>Weight (lbs.)</th>
</tr>
</thead>
<tbody>
<tr>
<td>SB021</td>
<td>10021</td>
<td>Stainless Steel bracket with SS bolt &amp; washer</td>
<td>50</td>
<td>7.6</td>
</tr>
<tr>
<td>SB022</td>
<td>10022</td>
<td>Stainless Steel bracket - no bolt or washer</td>
<td>50</td>
<td>6.0</td>
</tr>
</tbody>
</table>

**BOLTS and WASHERS for SIGN BRACKETS**

<table>
<thead>
<tr>
<th>Catalog No.</th>
<th>EDP No.</th>
<th>Description</th>
<th>Weight (lbs.)</th>
</tr>
</thead>
<tbody>
<tr>
<td>SB002</td>
<td>10002</td>
<td>Stainless Steel Bolt w/ washers</td>
<td>1.37</td>
</tr>
</tbody>
</table>

### IT-STRAPS-ON TOOLS

INSULATION TENSIONER is an easy, fast and reliable tool for lighter duty applications with 3/8”- 3/4” x .025 strapping. Pistol grip operation is excellent for insulation and pipe covering use. Also works well in tight spaces.

<table>
<thead>
<tr>
<th>Catalog No.</th>
<th>EDP No.</th>
<th>Description</th>
<th>Weight (lbs.)</th>
</tr>
</thead>
<tbody>
<tr>
<td>T1902D</td>
<td>P15-009</td>
<td>Pistol Grip Insulation Tensioner</td>
<td>2.5</td>
</tr>
</tbody>
</table>
**IT•STRAPS•ON BANDING TOOLS FOR USE WITH 3/8" to 3/4" STRAP ON FLAT SURFACES**

<table>
<thead>
<tr>
<th>Catalog No.</th>
<th>EDP No.</th>
<th>Description</th>
<th>Weight (lbs.)</th>
</tr>
</thead>
<tbody>
<tr>
<td>T1916</td>
<td>P15-022</td>
<td>Tensioning Tool</td>
<td>5.0</td>
</tr>
<tr>
<td>T1954</td>
<td>P15-003</td>
<td>3/4&quot; Crimping Tool</td>
<td>2.5</td>
</tr>
<tr>
<td>T1000</td>
<td>P15-015</td>
<td>3/4&quot; - 1 1/4&quot;</td>
<td>7.0</td>
</tr>
</tbody>
</table>

**HEAVY DUTY SEALER**

<table>
<thead>
<tr>
<th>Catalog No.</th>
<th>EDP No.</th>
<th>Description</th>
<th>Weight (lbs.)</th>
</tr>
</thead>
<tbody>
<tr>
<td>T1100</td>
<td>H81A</td>
<td>1 1/4 Sealer</td>
<td>6.0 Single Notch</td>
</tr>
<tr>
<td>T1200</td>
<td>H81B</td>
<td>1 1/4 Sealer</td>
<td>8.0 Double Notch</td>
</tr>
</tbody>
</table>

**IT•STRAPS•ON BAND CUTTERS**

<table>
<thead>
<tr>
<th>Catalog No.</th>
<th>EDP No.</th>
<th>Description</th>
<th>Weight (lbs.)</th>
</tr>
</thead>
<tbody>
<tr>
<td>T550</td>
<td>P18-004</td>
<td>HEAVY DUTY BAND CUTTER</td>
<td>6.0</td>
</tr>
<tr>
<td></td>
<td></td>
<td>cuts up to 2&quot; x .050&quot; thick</td>
<td></td>
</tr>
<tr>
<td>T545</td>
<td>P18-002-1</td>
<td>SHORT HANDLE BAND CUTTER</td>
<td>2.0</td>
</tr>
<tr>
<td></td>
<td></td>
<td>cuts up to 1 1/4&quot; X .031&quot;</td>
<td></td>
</tr>
<tr>
<td>T502</td>
<td>P18-001</td>
<td>SELF-OPENING SPRING CUTTER</td>
<td>1.5</td>
</tr>
<tr>
<td></td>
<td></td>
<td>cuts up to 3/4&quot; x .030&quot;</td>
<td></td>
</tr>
</tbody>
</table>

All weights shown are approximate and include packaging.